




DETAIL NUMBER

SHEET NUMBER

SHEET NUMBER

DETAIL NUMBER

PLAN DETAIL

     2X4 FRAMING @ 16" O.C.

     2X6 FRAMING @ 16" O.C.

COUNTER

                  SECTION 9A:  GYPSUM WALLBOARD

DIVISION 9: FINISHES

GENERAL PROVISIONS

     2X8 FRAMING @ 16" O.C.

SPECIFICATIONS

SCOPE: FURNISH AND INSTALL GYPSUM WALLBOARD AS A SUBSTRATE FOR OTHER FINISH

MATERIALS ON ALL INTERIOR WALLS AND THE INTERIOR PORTIONS OF EXTERIOR WALLS.

FURNISH AND INSTALL GYPSUM BOARD SUSPENDED CEILING WITH HANGERS AND

SUPPORTS.

1.

1.  MATERIALS

MATERIAL NAMES ARE BASED ON A NATIONAL GYPSUM GOLD BOND STA-SMOOTH

BEVEL EDGE SYSTEM.  USE GOLD BOND OR EQUAL SYSTEM BY U.S. GYPSUM.

1.

WALLS (EXCEPT WHERE NOTED): 1/2" STA-SMOOTH GYPSUM WALLBOARD

WALLS WHERE NOTED: 1/2" THICK TAPERED EDGE M/R (MOISTURE

RESISTANT) GYPSUM WALLBOARD

DROPPED CEILING WHERE NOTED:

1/2" STA-SMOOTH GYPSUM WALLBOARD

FIRE RATED WHERE NOTED OR

REQUIRED BY CODE

5/8 FIRE SHIELD (GYPSUM WALLBOARD)

FRAMING SYMBOLS

NOTE:

LOCKNET DOOR

ROUGH OPENING:

46 1/2" x 86 1/4"

MOP SINK

COUNTER

CUT-OUT=

(23 1/4"x30 1/4")

6"Ø CONC. BOLLARD

PAINT SAFETY

YELLOW

CHASE FOR

CO2 LINE

SEE DETAIL 2/A1

XXX    DENOTES BLOCKING
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ELECTRIC METER

CABINET LOCATION

GAS METER

LOCATION

DRIVE-THRU

WINDOW

SLIDES

COOLER

FREEZER

STEEL

LADDER

PREP AREA

SERVICE

WOMEN

MEN

DOOR NUMBER. SEE

SHEET A-17 FOR

DETAILS

ARROW

INDICATES

DIRECTION OF

VIEW

CONSTRUCTION KEY

NOTES

DIMENSIONS ARE SHOWN:

1) EXTERIOR WALLS: FROM INTERIOR FACE OF GYPSUM BOARD TO THE

EXTERIOR FACE OF PLYWOOD.

2) INTERIOR WALLS: FROM THE FACE OF FINISH WALL TO THE FACE OF

FINISH WALL, U.N.O..

INSTALL 3'-0" W X 8'-0" H X 18 GA STAINLESS STEEL PANEL BEHIND

OVENS.  REFER TO INTERIOR KITCHEN ELEVATIONS AND EQUIPMENT

PLAN FOR EXACT LOCATION.

ALL GYPSUM BOARD BELOW FINISHED CEILING HEIGHT IS TO BE

PREPARED FOR PAINTING (LEVEL 5 FINISH) OR WALL COVERING AS

INDICATED ON INTERIOR ELEVATIONS AND FINISH SCHEDULE. SEE GEN.

CONSTR. NOTES FOR DINING AREA

DIVIDER WALL- FURNISHED WITH SEATING PACKAGE

GENERAL CONTRACTOR (G.C.) TO PROVIDE 2"X2"XFULL HEIGHT HIGH

CORNER GUARDS ON ALL OUTSIDE CORNERS @ KITCHEN WALL,

PROVIDE COMPLETE WRAP ON END WALLS.- SEE DETAIL 2-A2.

HOOD WALL TO BE CONSTRUCTED WITH 3-5/8" 16 GAUGE (GA.) METAL

STUDS AT 16" o.c. AND 1/2" DURAROCK ON BOTH SIDES OF WALL.

G.C. TO INSTALL 18 GA. STAINLESS STEEL PANELS ON WALL.  REFER TO

MECHANICAL HOOD DRAWINGS FOR PANEL SIZES.

ELECTRIC DRIVE-THRU WINDOW SHOWN.  G.C TO PROVIDE JUNCTION

BOX UNDERNEATH THE WINDOW.  VERIFY REQUIRED ROUGH-IN AND

ELECT. REQUIREMENTS W/MANUF. DRAWINGS.

HANDICAP ACCESS TO BUILDING IS DESIGNED ACCORDING TO

APPLICABLE CODE.  G.C. TO ENSURE THAT ALL DIRECTIONS AND

DIMENSIONS GIVEN ARE STRICTLY ADHERED TO.  IF CHANGES ARE

MADE THAT CONTRADICT WITH THE DRAWING, OR IF EXISTING FILED

CONDITIONS MAKE THE DRAWINGS NOT APPLICABLE, THE ARCHITECT

MUST BE CONTACTED IMMEDIATELY.

ALL DOORS SHALL BE ABLE TO BE OPENED FROM THE EGRESS SIDE

WITHOUT THE USE OF A KEY, SPECIAL KNOWLEDGE OR EFFORT.

MANUALLY OPERATED FLUSH BOLTS OR SURFACE BOLTS SHALL NOT

BE USED.

PROVISIONS FOR EXIT DISCHARGE LIGHTING ARE SHOWN ON THE

LIGHTING PLAN.

PROVIDE STAINLESS STEEL ENCLOSURE AT WALK-IN FREEZER AND

COOLER CORNERS.  SEE DETAILS SHEET A13.

ALL GLAZING WITHIN A 24" ARC OF DOORS WHOSE BOTTOM IS LESS

THAN 60" ABOVE THE FLOOR AND ALL GLAZING IN DOORS SHALL BE

SAFETY, TEMPERED, OR ACRYLIC PLASTIC SHEET.

PORTABLE FIRE EXTINGUISHER PER NFPA-10 INSTALLED BY OTHERS

ON SITE AND SUBJECT TO LOCAL JURISDICTION APPROVAL.

PROVIDE 1/2" PLYWOOD SHEATHING AT (3) PLYWOOD SHELVES AS

DIMENSIONED ON ELEVATION 4/A9.

SOLID SURFACE SPLASH GUARD.

GUARDRAIL, SEE DETAIL 3/A2.

SEE P1 SHEET FOR SODA LINE CHASES.

WOOD HEADER ABOVE COUNTER STAINED TO MATCH CR-1 (SERVES

AS BOUNDARY FOR CEILING CHANGE BETWEEN KITCHEN AND DINING).

CERAMIC WALL TILE IF REQUIRED BY LOCAL CODE.  COORDINATE WITH

CORPORATE.

PERFORMANCE

1.  INSTALLATION

A. CUTTING WALLBOARD: GYPSUM WALLBOARD SHALL BE CUT BY SCORING AND

BREAKING, OR BY SAWING, WORKING FROM THE FACE SIDE.  WHERE BOARD MEETS

PROJECTING SURFACES, IT SHALL BE SCRIBED NEATLY.

B. INSTALLING WALLBOARD:  GYPSUM WALLBOARD SHALL BE APPLIED AT RIGHT

ANGLES TO FRAMING MEMBERS.  BOARDS OF MAXIMUM PRACTICAL LENGTH SHALL

BE USED SO THAT AN ABSOLUTE MINIMUM NUMBER OF END JOINTS OCCUR.

WALLBOARD JOINTS AT OPENINGS SHALL BE LOCATED SO THAT NO END JOINT

SHALL ALIGN WITH EDGES OF OPENINGS.  END JOINTS SHALL BE STAGGERED.

C. FASTENING WALLBOARD: ATTACH WITH SCREWS OR NAILS SPACED

APPROXIMATELY 8" o.c.. THE NAILS SHALL BE DRIVEN HOME WITH THE HEAD

SLIGHTLY BELOW THE SURFACE OF THE BOARD IN A DIMPLE FORMED BY THE

DRIVING TOOL.

D. FASTENING EXTERIOR GYPSUM SHEATHING:  ATTACH TO METAL STUDS WITH

SCREWS @ 12" o.c. WITH HEAD FLUSH WITH SURFACE.

E. JOINTS FINISHING:  JOINT COMPOUND, QUICK-TREAT, AND TOPPING COMPOUND

SHALL BE APPLIED IN ACCORDANCE WITH PRINTED INSTRUCTIONS CONTAINED IN

THE PACKAGE.  A UNIFORMLY THIN LAYER OF JOINT COMPOUND SHALL BE APPLIED

OVER THE JOINT UNDER THE TAPE TO PROVIDE PROPER BOND.  CEILING AND WALL

ANGLES AND INSIDE CORNER ANGLES SHALL BE REINFORCED WITH THE TAPE

FOLDED TO CONFORM TO THE ANGLE AND EMBEDDED IN THE COMPOUND.

AFTER THE COMPOUND IS THOROUGHLY DRY, APPROXIMATELY TWENTY FOUR (24)

HOURS FOR REGULAR COMPOUND, 2-1/2 HOURS FOR QUICK TREAT, THE TAPE

SHALL BE COVERED WITH A COAT OF JOINT COMPOUND OR TOPPING COMPOUND

SPREAD OVER THE TAPE APPROXIMATELY 3" ON EACH SIDE OF TAPE, AND

FEATHERED OUT AT THE EDGE.  AFTER THOROUGHLY DRY, APPLY ANOTHER

CROWN OVER JOINTS.  THIS COAT SHALL BE SMOOTH AND THE EDGES FEATHERED

APPROXIMATELY 3" BEYOND THE PRECEDING COAT. ALLOW EACH APPLICATION OF

COMPOUND TO JOINTS AND NAIL HEADS TO DRY, THEN SAND IF NECESSARY.  ALL

WALLBOARD AND TREATED AREAS SHALL BE SMOOTH (LEVEL 5) AND READY FOR

PAINTING.

2.  FASTENERS:

A. GWB-54 1-5/8" LONG ANNULAR RING SHANK NAILS MEETING THE REQUIREMENTS OF

ASTM C-380.

B. 1-1/4" LONG TYPE-W DRYWALL SCREWS TO WOOD STUDS.

C. 1-1/4" LONG TYPE-S DRYWALL SCREWS TO INTERIOR METAL STUDS.

D. 1-1/4" LONG TYPE-S12 CORROSION RESISTANT SCREWS FOR EXTERIOR GYPSUM

SHEATHING TO METAL STUDS.

E. JOINT TREATMENT COMPOUND SHALL BE READY MIXED.  JOINT TAPE SHALL BE

CROSS FIBERED, PERFORATED, FEATHER EDGED.  CORNER BEADS SHALL BE

GALVANIZED STEEL ROLL-FORMED U-SHAPED CHANNELS.

F. HANGERS AND SUPPORTS: 2X4 WOOD FRAMING. SUBSTITUTION: FOR STEEL TRUSS

BUILDINGS 1-1/2" CARRYING CHANNELS, 3/4" FURRING CHANNELS, 8 GAGE HANGER

WIRES, 16 GAGE TIE WIRES, AND 1" TYPE S SCREWS.
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GENERAL CONSTRUCTION NOTES

GYPSUM BOARD / EXTERIOR SHEATHING NOTES:

1. EXTERIOR SHEATHING SHALL BE 1/2" EXTERIOR PLYWOOD NAILED IN ACCORDANCE WITH THE STRUCTURAL NAILING

SCHEDULE.  REFER TO SHEETS S-0.

2. 1/2" GYPSUM BOARD TO BE INSTALLED ON ALL INTERIOR WALLS WHERE PLYWOOD IS NOT REQUIRED.  ALL JOINTS

ARE TO BE TAPED.

3. GYPSUM BOARD SHALL BE TYPE "WMR" IN ALL AREAS TO RECEIVE WALL  FRP PANELS.

4. WALLS TO RECEIVE TILE BASE SHALL HAVE 1/2" USG "DUROCK" INSTALLED TO 18" AFF. KITCHEN AND RESTROOM

ONLY

INSULATION NOTES:

1. ALL EXTERIOR WALLS TO RECEIVE FIBERGLASS BATT INSULATION TO MATCH DEPTH OF WALL CAVITY.

KITCHEN WALL NOTES:

1. PROVIDE 1/2" MOISTURE RESISTANT GYP.  BD. FROM 1'-6" AFF TO 9'-10" AFF IN ALL KITCHEN WALLS.

PROVIDE BLOCKING AS REQ'D FOR ACCESSORIES/SHELVING.

2. PROVIDE 1/2" CEMENT BOARD  FROM FLOOR  TO 6'-7" AFF  IN  INTERIOR TOILET ROOMS THAN 1/2" MOISTURE

RESISTANT GYP.  BD. FROM 6'-7" AFF TO 9'-10" AFF

PROVIDE BLOCKING AS REQ'D FOR ACCESSORIES.

DINING AREA NOTES:

1. PLASTIC LAMINATE TO ADHERE TO 1/2" PLYWOOD SUBSTRATE. PLYWOOD FROM FINISH FLOOR TO 2'-10" AFF.

2. VINYL WALL COVERING ON 1/2" GYPSUM BOARD.

BLOCKING NOTES:

1. "xxxxxxx" INDICATES BLOCKING REQUIRED IN WALL FOR PLUMBING LINES AND RESTROOM ACCESSORIES. BLOCKING

SHALL BE FIRE RETARDANT WHERE REQUIRED BY CODE.

2. CONTRACTOR TO VERIFY REQUIREMENTS WITH LOCAL BUILDING OFFICIALS PRIOR TO BIDDING. CONTRACTOR IS

RESPONSIBLE FOR OBTAINING MANUFACTURS' CUT SHEETS AND LOCATING BLOCKING AS REQUIRED.  THIS INCLUDES

KITCHEN EQUIPMENT AND ITEMS FURNISHED AND INSTALLED BY OTHERS.

FRAMING NOTES:

1. CONTRACTOR MAY SUBSTITUTE METAL STUDS FOR INTERIOR WALL, AND SOFFIT FRAMING.  WHERE USED, METAL

FRAMIMING TO BE 25 GA. UNLESS NOTED OTHERWISE (U.N.O.).

2. REFER TO FRAMING NOTES FOR WALL SECTIONS.

3. ALL INTERIOR WOOD FRAMING TO BE #2 SPRUCE, FIR OR WHITE PINE OR OF EQUAL GRADE.  WHERE REQUIRED BY

CODE, FRAMING SHALL BE #2 FIRE RETARDANT YELLOW PINE. CONTRACTOR TO VERIFY REQUIREMENTS WITH LOCAL

BUILDING OFFICIALS PRIOR TO BIDDING.

4. ALL WOOD IN CONTACT WITH THE SLAB MUST BE PRESSURE TREATED.

5. ALL INTERIOR WALLS TO BE FRAMED TO UNDERSIDE OF TRUSS U.N.O..

6. ALL INTERIOR WALLS THAT ARE NOT SHEAR WALLS TO BE ANCHORED W/ 5/8" DIA. EXPANSION ANCHORS AT 6'-0" O.C.

SEE STRUCTURAL DWGS. FOR SHEAR WALL ANCHORS.

3" PVC CHASE

EIFS FINISH SYSTEM

PLYWOOD SHEATHING

ALUMINUM FLASHING

AT ENCLOSURE TOP

SPRAY INSULATING

FOAM AROUND

OPENING, AFTER CO2

LINE IS INSTALLED

SPRAY INSULATING FOAM

AROUND OPENING, AFTER

CO2 LINE IS INSTALLED

PLYWOOD SHEATHING

CHASE TO ENTER

ENCLOSURE BETWEEN THE

TOP PANEL AND THE

GREASE TANK LID

BACKWRAP

AND SEAL

CO2 LINE INSIDE

CHECKED:
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PROJECT NO.  G16-109

A1

1

FLOOR PLAN

1/4"=1'-0"
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REVISIONS:
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1.0 SUBMITTALS

SPECIFICATIONS:

DIVISION 7:  THERMAL AND MOISTURE

PROTECTION

SECTION 7C:  SHEET METAL WORK

GENERAL

PROVISION

1.   SCOPE:  FURNISH AND INSTALL GRAVEL STOPS, FLASHING, PARAPET CAP,

DOWNSPOUTS, AND GUTTERS.

A.   ROOFING MEMBRANE FLASHING IS INCLUDED IN SECTION

7B:  MEMBRANE ROOFING.

MATERIALS

1.   MATERIALS SHEET METAL:  .032 ALUMINUM.

2.   NAIL FASTENERS:  1 3/4" X 11 GAUGE GALVANIZED, STAINLESS STEEL, OR

ALUMINUM ROOFING NAILS MAY BE USED FOR FASTENERS INTO WOOD WHEN

CONCEALED ONLY.

3.   WASHERS:   NEOPRENE

4.   SCREW FASTENERS:  CORROSION-RESISTANT, SELF-TAPPING, HEX HEAD

SCREW, 1/4" MINIMUM DIAMETER WITH SUFFICIENT LENGTH TO PENETRATE 1"

MINIMUM INTO WOOD OR 1/2" MINIMUM INTO STEEL. PROVIDE NEOPRENE

SEALING WASHER FOR EXPOSED FASTENING.

PERFORMANCE

1.   INSTALLATION:  EXPOSED FLASHINGS SHALL BE PAINTED TO MATCH

ADJACENT MATERIALS.  VERIFY WITH POPEYES' REPRESENTATIVE.

SECTION 7D:  STANDING SEAM

CANOPY

PART 1 - GENERAL

A.   SUBMIT FOR APPROVAL SAMPLES, SHOP DRAWINGS,

PRODUCT DATA.

QUALITY ASSURANCE

A.   COMPLY WITH GOVERNING CODES AND REGULATIONS.

PROVIDE PRODUCTS OF ACCEPTABLE MANUFACTURERS

WHICH HAVE BEEN IN SATISFACTORY USE IN SIMILAR SERVICE

FOR THREE YEARS.  USE EXPERIENCED INSTALLERS.

DELIVER, HANDLE, STORE MATERIALS IN ACCORDANCE WITH

MANUFACTURER'S INSTRUCTIONS.

WARRANTY

METAL ROOF SYSTEM MANUFACTURER, UPON FINAL

ACCEPTANCE FOR PROJECT, FURNISH A WARRANTY

COVERING BARE METAL AGAINST RUPTURE, STRUCTURAL

FAILURE AND PERFORATION DUE TO NORMAL ATMOSPHERIC

CORROSION EXPOSURE FOR A PERIOD OF 20 YEARS.

PART 2 - PRODUCTS (UC-4 SERIES, AS MANUFACTURED AND SPECIFIED BY

UNA-CLAD., METAL ROOF SYSTEMS.)

2.0 MATERIALS

A.   METAL ROOF SYSTEM PROFILE:

     1.   UC-4 "NO CLIP", 1 1/2" HIGH BATTENS x 12" RIB TO RIB.

(SMALL BATTEN-SB)

     2.   CONCEALED FASTENER

B.   GAUGE:

     1.   .026 GAUGE - STEEL

C.   TEXTURE:

     1.   SMOOTH.

D.   FINISH:

     1.   PREMIUM FLUOROCARBON COATING PRODUCED WITH

KYNAR 500 OR HYLAR 5000 RESIN (20 YEAR WARRANTY.)

E.   MANUFACTURER:

     1.   UNA-CLAD OR EQUAL.

PART 3 - EXECUTION

3.0 INSTALLATION

A.   COMPLY WITH SMACNA SHEET METAL MANUAL

RECOMMENDATIONS.  COMPLY WITH ACCESSORY

MANUFACTURERS' INSTRUCTIONS AND RECOMMENDATIONS.

COORDINATE INSTALLATION WITH ROOFING SYSTEM TO

ENSURE WEATHERTIGHT PERFORMANCE.

B.   ANCHOR SECURELY TO STRUCTURE TO WITHSTAND

INWARD AND OUTWARD LOADS.

C.   ISOLATE DISSIMILAR METALS TO PREVENT GALVANIC

CORROSION.

DIVISION 9: FINISHES

SECTION 9G: EIFS

PART 1 GENERAL

1.01 DESCRIPTION

A.   DESIGN REQUIREMENTS: THE STRUCTURAL WALL SYSTEM

TO WHICH THE EIFS IS ATTACHED SHALL MEET L/240 MAXIMUM

ALLOWABLE DEFLECTION CRITERIA AND APPLICABLE BUILDING

CODE REQUIREMENTS.

1.02 SUBMITTALS

A.   SUBMIT SAMPLES FOR APPROVAL AS DIRECTED BY

OWNER.

1.03 DELIVERY, STORAGE AND

HANDLING

A.   ALL EIFS MATERIALS SHALL BE DELIVERED IN THEIR

ORIGINAL SEALED CONTAINERS BEARING MANUFACTURER'S

NAME AND IDENTIFICATION OF PRODUCT WITH WRITTEN

APPLICATION INSTRUCTIONS AND APPROPRIATE HEALTH,

HAZARD, AND SAFETY DATA.

B.   ALL EIFS READY-MIXED MATERIALS SHALL BE PROTECTED

FROM EXTREME HEAT, SUN AND FROST. FACTORY

PROPORTIONED BAGGED MATERIALS SHALL BE STORED OFF

THE GROUND AND PROTECTED FROM MOISTURE.

1.04 JOB CONDITIONS

A.   ALL EIFS MATERIALS SHALL NEVER BE APPLIED IF AMBIENT

AND SURFACE TEMPERATURES CANNOT BE KEPT ABOVE 40° F

DURING APPLICATION AND DRYING PERIOD. FOR

INSTALLATION IN TEMPERATURES LESS THAN 40° F

SUPPLEMENTARY HEAT SHALL BE PROVIDED. THE INSTALLED

EIFS MATERIALS SHALL BE PROTECTED FROM EXPOSURE TO

RAIN AND FREEZING UNTIL DRY.

C.   AFTER SATISFACTORY INSPECTION OF SURFACES AND

CORRECTION OF ANY DEVIATIONS FROM SPECIFICATION

REQUIREMENTS, THE EIFS INSTALLATION MAY BEGIN PER

MANUFACTURER'S INSTRUCTIONS.

D.   THE STARTER STRIP OF MESH SHALL BE WIDE ENOUGH TO

ADHERE 4" OF MESH ONTO THE WALL, BE ABLE TO WRAP AROUND THE

BOARD EDGE AND COVER APPROXIMATELY 4" ON THE OUTSIDE

SURFACE OF THE BOARD. THIS "BACKWRAP" PROCEDURE SHALL BE

FOLLOWED AT ALL EXPOSED BOARD EDGES IN ACCORDANCE WITH

DETAILS (EXAMPLE-WINDOW AND DOOR HEADS AND JAMBS).

ALL AREAS WHERE THE EIFS MEETS DISSIMILAR MATERIAL OR

TERMINATES (FOR EXAMPLE, WINDOW AND DOOR FRAMES) SHALL

HAVE THE INSULATION BOARD CUT BACK FROM THE ADJOINING

MATERIAL A MINIMUM OF 1/4" TO FORM AN ISOLATION JOINT.

E.   APPLY THE ADHESIVE TO THE BACK OF THE INSULATION BOARD.

STAGGER VERTICAL JOINTS AND INTERLOCK BOARDS AT ALL INSIDE

AND OUTSIDE CORNERS. APPLY FIRM PRESSURE OVER ENTIRE

SURFACE OF THE BOARDS TO INSURE UNIFORM CONTACT. BOARDS

SHALL BRIDGE SHEATHING JOINTS BY A MINIMUM OF 8". ALL BOARD

JOINTS SHALL BE BUTTED TIGHTLY TOGETHER TO ELIMINATE ANY

THERMAL BREAKS IN THE EIFS.  CARE MUST BE TAKEN TO PREVENT

ANY ADHESIVE FROM GETTING BETWEEN THE JOINTS OF THE

BOARDS. ALL OPEN JOINTS IN THE INSULATION BOARD LAYER SHALL

BE FILLED WITH SLIVERS OF INSULATION OR AN APPROVED SPRAY

FOAM.

F.   NAILS, SCREWS, OR ANY OTHER TYPE OF NONTHERMAL

MECHANICAL FASTENER SHALL NOT BE USED.

G.   EXPANSION JOINTS ARE REQUIRED IN THE EIFS WHERE THEY

EXIST IN THE SUBSTRATE, WHERE THE EIFS ADJOINS DISSIMILAR

CONSTRUCTION, AND AT FLOOR LINES IN MULTILEVEL WOOD FRAME

CONSTRUCTION. THE EIFS SHALL TERMINATE AT THE EXPANSION

JOINT TO PROVIDE APPROPRIATE JOINT SIZE (SEE DETAILS) AND ALL

BOARD EDGES SHALL BE COATED WITH APPROPRIATE GROUND COAT

AND MESH IN ACCORDANCE WITH STANDARD "BACKWRAPPING"

PROCEDURE. APPROPRIATE SEALANT/PRIMER AND BACKER SHALL BE

INSTALLED AFTER GROUND COAT IS FULLY DRY TO PREVENT ANY

WATER FORM GETTING INTO OR BEHIND THE SYSTEM.

H.   USE OF PLASTIC OR METAL CORNER BEADS, STOPBEADS, ETC., IS

FORBIDDEN.

I.   APPLY APPROPRIATE GROUND COAT OVER THE INSULATION BOARD

WITH PROPER SPRAY EQUIPMENT OR A STAINLESS STEEL TROWEL TO

A UNIFORM THICKNESS OF APPROXIMATELY 1/16". WORK

HORIZONTALLY OR VERTICALLY IN STRIPS OF 40", AND IMMEDIATELY

EMBED STANDARD REINFORCING MESH INTO THE WET GROUND COAT.

THE MESH SHALL BE DOUBLE WRAPPED AT ALL CORNERS AND

OVERLAPPED NOT LESS THAN 2-1/2" AT MESH JOINTS.AVOID

WRINKLES IN THE MESH. THE FINISH THICKNESS OF THE GROUND

COAT SHALL BE SUCH THAT THE MESH IS FULLY EMBEDDED. ALLOW

GROUND COAT TO THOROUGHLY DRY BEFORE APPLYING PRIMER OR

FINISH.

J.   DUPLICATE INSTALLATION PROCESS NOTED IN 3.01 M USING

STANDARD MESH CREATING SECOND MESH LAYER AND ADDITIONAL

IMPACT RESISTANCE. ALLOW TO DRY BEFORE APPLICATION OF

EITHER STO PRIMER (OPTIONAL) OR STO FINISH.

K.   IF A PRIMER IS USED, APPLY WITH BRUSH, ROLLER OR PROPER

SPRAY EQUIPMENT OVER CLEAN, DRY GROUND COAT AND ALLOW TO

DRY THOROUGHLY BEFORE APPLYING FINISH. P. APPLY FINISH

DIRECTLY OVER THE GROUND COAT (OR PRIMED GROUND COAT)

ONLY AFTER THE GROUND COAT/PRIMER HAS THOROUGHLY DRIED.

THE FINISH SHALL BE APPLIED BY SPRAYING, ROLLING OR TROWELING

WITH A STAINLESS STEEL TROWEL, DEPENDING ON FINISH SPECIFIED.

GENERAL RULES FOR APPLICATION OF FINISHES ARE AS FOLLOWS:

1.   USE A CLEAN, RUST-FREE, HIGH-SPEED MIXER TO

THOROUGHLY STIR THE FINISH TO A UNIFORM CONSISTENCY

(SMALL AMOUNTS OF CLEAN WATER MAY BE ADDED TO AID

WORKABILITY).

2.   AVOID APPLICATION IN DIRECT SUNLIGHT.

3.   APPLY FINISH IN A CONTINUOUS APPLICATION, ALWAYS

WORKING TO A WET EDGE.

4.   WEATHER CONDITIONS AFFECT APPLICATION AND DRYING

TIME. HOT OR DRY CONDITIONS LIMIT WORKING TIME AND

ACCELERATE DRYING AND MAY REQUIRE ADJUSTMENTS IN

THE SCHEDULING OF WORK TO ACHIEVE DESIRED RESULTS;

COOL OR DAMP CONDITIONS EXTEND WORKING TIME AND

RETARD DRYING AND MAY REQUIRE ADDED MEASURES OF

PROTECTION AGAINST WIND, DUST, DIRT, RAIN AND FREEZING.

5.   AESTHETIC "U"-GROOVES MAY BE DESIGNED INTO THE

SYSTEM.  (A MINIMUM OF 3/4" INSULATION BOARD MUST BE

LEFT AFTER ANY GROOVES ARE CUT).

6.   "R" (RILLED TEXTURE) FINISHES MUST BE FLOATED WITH A

PLASTIC TROWEL TO ACHIEVE THEIR RILLED TEXTURE.

7.   AVOID INSTALLING SEPARATE BATCHES OF FINISH

SIDE-BY-SIDE.

8 .  APPLY FINISH COLOR TO EIFS MIX AND APPLY TO WALL.

COLOR TO MATCH EXTERIOR FINISH SCHEDULE COLORS.

3" x 5" DOWNSPOUT

TIED INTO STORM

DRAIN, PAINT EP-3

ELEC. C.T. CABINET,

(VERIFY W/ LOCAL CODE

THE REQ'D. LOCATION

& MOUNTING HEIGHT)

WALL PACK

LIGHT FIXTURE

L.   STO EXTERIOR INSULATION AND FINISH TEXTURE SYSTEM: APPLY

HIGH IMPACT SYSTEM ADJACENT TO DOORS FOR ADDITIONAL IMPACT

RESISTANCE, USING STO INTERMEDIATE MESH. USE THE STANDARD

SYSTEM SPECIFICATIONS AT ALL OTHER LOCATIONS.

A.   PROVIDE MANUFACTURERE'S STANDARD LABOR AND

MATERIAL WARRANTY.

1.11 WARRANTY

PART 2 PRODUCTS

2.01 MANUFACTURERS

A.   STO CORP.

B.   DRYVIT SYSTEMS, INC.

2.02 ADHESIVES

A.   DISPERSION ADHESIVE - NONCEMENTITIOUS, ACRYLIC

BASED ADHESIVE.

A.   NOMINAL 1.0 lb/cubic feet (16 kg/cubic meter) EXPANDED

POLYSTYRENE (EPS) INSULATION BOARD IN COMPLIANCE WITH

ASTM C 578 TYPE I REQUIREMENTS, AND EIMA GUIDELINE

SPECIFICATION FOR EXPANDED POLYSTYRENE (EPS)

INSULATION BOARD.

2.03 INSULATION BOARD

2.04 BASECOAT

A.   ONE-COMPONENT POLYMER MODIFIED CEMENTITIOUS

BASE COAT WITH FIBER REINFORCEMENT AND LESS THAN 33%

PORTLAND CEMENT CONTENT BY WEIGHT.

2.05 REINFORCING MESHES

A.   STANDARD MESH

     1.   STO MESH - NOMINAL 4.5 oz/sq.yd. (163 g/sq.meter),

SYMMETRICAL, INTERLACED OPEN-WEAVE GLASS FIBER

FABRIC MADE WITH MINIMUM 25 PERCENT BY WEIGHT

ALKALINE RESISTANT COATING FOR COMPATIBILITY WITH STO

MATERIALS.

B.   HIGH IMPACT MESH

     1.   STO INTERMEDIATE MESH (MESH C) - NOMINAL 11.0

oz/sq.yd. HIGH IMPACT, INTERWOVEN, OPEN WEAVE GLASS

FIBER FABRIC WITH ALKALINE RESISTANT COATING FOR

COMPATIBILITY WITH STO MATERIALS.

2.06 PRIMER

A.   STO PRIMER

     ACRYLIC BASED PRIMER (FOR STO ACRYLIC BASED

FINISHES)

B.   WATER:  CLEAN AND POTABLE.

2.08 JOB MIXED INGREDIENTS

A.   PORTLAND CEMENT:  ASTM C 150, TYPE I.

A.   STO ACRYLIC BASED TEXTURED WALL COATING.  SEE

E.I.F.S. FORMULAS FOR FINISH COLOR.

2.07 FINISH COAT

2.   CONCRETE, MASONRY OR PLASTER SURFACES SHALL BE

PROPERLY CURED AND FREE OF DIRT, DUST, OIL, GREASE,

MILDEW, FUNGUS, LATENCY, PAINT, EFFLORESCENCE AND

ANY OTHER CONTAMINANT. ANY SURFACES NOT IN

COMPLIANCE SHALL BE CORRECTED PER MANUFACT.

RECOMMENDATIONS PRIOR TO INSTALLATION OF THE EIFS.

1.   PLYWOOD SHEATHING SHALL MEET A.P.A. (AMERICAN

PLYWOOD ASSOCIATION) REQUIREMENTS FOR EXTERIOR OR

EXPOSURE 1 CLASSIFICATION. APA DESIGN AND

CONSTRUCTION GUIDELINES SHALL BE FOLLOWED FOR

STORAGE, HANDLING AND INSTALLATION.  MANUFACTURER'S

PUBLISHED RECOMMENDATIONS SHALL BE FOLLOWED FOR

SHALL BE FOLLOWED FOR STORAGE, HANDLING, STORAGE,

HANDLING, INSTALLATION AND PROTECTION.  ANY SHEATHING

NOT IN COMPLIANCE SHALL BE REPLACED TO CONFORM WITH

SPECIFICATION REQUIREMENTS PRIOR TO INSTALLATION OF

THE EIFS.

B.   THE SURFACE TO RECEIVE THE EIFS SHALL BE STRUCTURALLY

SOUND, CLEAN, DRY AND FREE OF WARPAGE, RESIDUAL MOISTURE

OR DAMAGE FROM MOISTURE.  SURFACES SHALL BE UNIFORM, WITH

NO IRREGULARITIES GREATER THAN 1/8" in 4'-0".  SURFACES SHALL BE

INSPECTED FOR COMPLIANCE WITH THE FOLLOWING REQUIREMENTS

PRIOR TO INSTALLATION OF THE EIFS:

A.   UNDER NO CIRCUMSTANCES SHALL ANY OF THE PRODUCTS BE

ALTERED BY ADDING ANY ADDITIVES, EXCEPT FOR SMALL AMOUNTS

OF CLEAN WATER AS DIRECTED ON LABEL. ANTIFREEZE,

ACCELERATORS, RAPID BINDERS, ETC., ARE FORBIDDEN.

PART 3 EXECUTION

EP-7

EP-2

EP-1

ACCENT BAND

SW-1

EP-2

EP-1

ACCENT BAND

SW-1

EP-2
EP-2

EP-2

EP-2

EP-3

EP-3

EP-3

J-BOX FOR

OPTIONAL SIGN

LADDER, PAINT MOCHA

BROWN TO MATCH

STORE FRONT

EP-1

GREASE & C02

ENCLOSURE BY

VENDOR

INSULATED GREASE

REMOVAL PIPE

T.O. WINDOW

6'-2" AFF

B.O. BALCONY

9'-4" AFF

T.O. PARAPET

19'-0" AFF.

E.I.F.S. WALL TEXTURE FINISH STO COLORS

Manuf. Texture NA10-0036 - DELIGHTFUL GOLDEN

STO

STO ESSENCE SWIRL

for GOLDEN, BROWN COLOR

NA10-0038 - EXOTIC RED

DRYVIT QUARTZ PUTZ

NA10-0037 - MOCHA BROWN

FINISH NOTES DRYVIT COLORS

POPE051020 - DELIGHTFUL GOLDEN

POPE021028S - EXOTIC RED

POPE031020S - MOCHA BROWN* STANDING SEAM ROOF

* D/T WINDOW CANOPY RAILING

* CLEARANCE BAR

* MENU CANOPY

* GUARD RAIL

* AWNINGS

* SHUTTERS

PROVIDE QUICK

COUPLE HOSE

CONNECTOR &

DRAIN VALVE AT

FRYERS. RUN

SELF-DRAINING PIPE

FROM FRYERS TO

OUTSIDE

COLLECTION UNIT.

(2) DOUBLE LOUVER

VINYL SHUTTER

AWNING SUPPORTS AT

4'-0" O.C. AND AT EACH

END

WALL MOUNTED SIGN AND FRAMING

AS SHOWN: IL-27 ILLUMINATED

LETTERS BUILDING SIGN

EP-2

EP-2

EP-2

EP-2

SW-1

EP-1

EP-1

EP-2

EP-1

EP-1

SW-1

SW-1

C-1

EP-7

ACCENT BAND

T.O. PARAPET

19'-0" AFF.

EP-1

C-1

EP-8

EP-1 EP-1

C-1

EP-10

T.O. PARAPET

19'-4" AFF

T.O. PARAPET

17'-8" AFF

B.O. AWNING

9'-4" AFF.

T.O. PARAPET

16'-8" AFF.

T.O. PARAPET

19'-4" AFF.

TOTAL OF 4 EQ.

WINDOWS W/

MULLIONS

THE FOLLOWING COMPONENTS CAN BE

PURCHASED FROM THE APPROVED SIGN

VENDORS:

EXTERIOR FINISH NOTES

1" SPACE GAP

EIFS FRAME,

PAINTED EP-1

STO
STOLIT 130D, FINE SAND

for RED COLOR

3" x 5" DOWNSPOUT

TIED INTO STORM

DRAIN, PAINT EP-3

Outsulation LCMD option1 as manuf by Dryvit

A5.0

3A

DRAINAGE MAT
(SYSTEM 1)

DRYVIT FINISH

DRYVIT GENESIS  BASE COAT

DRYVIT APPROVED WASHER

WITH CORROSION RESISTANT

FASTENER

DRYVIT GENESIS® BASE COAT

EPS INSULATION BOARD

DRYVIT REINFORCING MESH

DRYVIT DRAINAGE MAT

CODE APPROVED WATER

RESISTIVE BARRIER,

BY OTHERS

SUBSTRATE

FRAMING

FINISHED FLOOR

0'-0" AFF.

[261.50]

GRADE

[261.00]

FINISHED FLOOR

0'-0" AFF.

[261.50]

GRADE

[261.00]

FINISHED FLOOR

0'-0" AFF.

[261.50]

GRADE

[261.49]

FINISHED FLOOR

0'-0" AFF.

[261.50]

GRADE

[261.49]

RTU SCREEN

RTU

RTU SCREEN

RTU

RTU SCREEN

RTU

T.O. PARAPET

17'-8" AFF.

ROOF SCREEN

BY CITY SCAPES

ENVISOR VERTICAL 35

COLOR TO MATCH  EP-2 (RED)

EXHAUST

FAN

ROOF

LINE

ROOF

LINE

18'-7 1/2" RETURN

3'-9" RETURN 3'-9" RETURN

30'-10" RETURN

33'-2" RETURN

31'-11" RETURN

BUILDING ARTICLATION

BUILDING ARTICLATION

BUILDING ARTICLATION

BUILDING ARTICLATION

BUILDING ARTICLATION

BUILDING ARTICLATION

T.O. PARAPET

16'-8" AFF.

CHECKED:

DATE:
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FRONT & REAR

EXTERIOR ELEVATIONS

A5

1/6/17

JS

REVISIONS:

1 CITY COMMENTS 4/4/17



SECTION 8A: ALUMINUM ENTRANCE, STOREFRONT 

MATERIALS

SECTION 8D:  GLAZING 

MATERIALS

PERFORMANCE

GENERAL PROVISIONS

SPECIFICATIONS

GENERAL PROVISIONS

SCOPE:    FURNISH AND INSTALL THE ALUMINUM ENTRANCE AND

STOREFRONT SYSTEMS PER NATIONAL ACCOUNTS AND APPLICABLE

DRAWINGS.

1.   ALUMINUM STOREFRONT AND ENTRANCE FRAMES: REFER TO

CONSTRUCTION DRAWINGS AND SPECIFICATIONS.

2.   ALUMINUM ENTRANCE DOORS: REFER TO CONSTRUCTION DRAWINGS AND

SPECIFICATIONS.

3.   PANIC HARDWARE:WHEN PANIC HARDWARE IS REQUIRED ON EXTERIOR

DOORS.

THE PANIC DEVICE IS ON EXTERIOR ENTRY DOORS WHEN SPECIFIED IN

HARDWARE SCHEDULE.

4.   DRIVE-THRU SERVICE WINDOW:  THE DRIVE-THRU SERVICE WINDOW WILL BE

SUPPLIED & INSTALLED BY G.C.  VERIFY EXACT TYPE OF WINDOW WITH PLANS.

BRONZE FINISH.

WINDOW TO BE:

     A.   BASE BID - 'QUICK SERV' M.C.E. WINDOW FLUSH MOUNT.

     B.   OPTION (VERIFY WITH OWNER) - READY ACCESS

5.   MISCELLANEOUS FLASHING/TRIM: ALUMINUM HEAD, SILL, COLUMN AND

WALL TRIM.  SEE EXTERIOR ELEVATIONS FOR FINISH.

PERFORMANCE

1.   INSTALLATION: INSTALL IN ACCORDANCE WITH MANUFACTURER'S

 INSTRUCTION.  PLACE IN CORRECT LOCATION AS SHOWN IN THE DETAILS.

LEVEL, SQUARE, AND PLUMB AT PROPER ELEVATIONS AND IN ALIGNMENT

WITH OTHER WORK.  MAINTAIN SPACE IN HEAD POCKET FOR 1/4" HEAD

DEFLECTION.  INSURE FRAMING PROFILES MEET INSTALLATION

REQUIREMENTS OF GLAZING UNITS TO MAINTAIN WARRANTY.  SEE SECTION

8-D: GLAZING.

1.   SCOPE:  FURNISH AND INSTALL GLASS IN STOREFRONT AND DRIVE-THRU

SERVICE WINDOW.

2.   QUALITY CONTROL:  ALL GLASS BROKEN DURING INSTALLATION OR

DURING CONSTRUCTION PRIOR TO FINAL DELIVERY OF THE BUILDING TO THE

OWNER SHALL BE REPLACED AT NO ADDITIONAL EXPENSE TO THE OWNER.

GLASS SHOULD BE DELIVERED WITH LABELS PROMINENTLY DISPLAYED AND

THEY SHALL BE LEFT IN PLACE UNTIL THE OWNER'S REPRESENTATIVE

INSPECTS IT.

1.   STOREFRONT GLAZING - REFER TO CONSTRUCTION DRAWINGS AND

NOTES.

1.   INSTALLATION:  INSTALL GLAZING WITH MANUFACTURER'S INSTRUCTIONS

TO PROVIDE COMPLIANCE WITH LOCAL CODE REQUIREMENTS INCLUDING

WIND RESISTANCE, 25 PSF MIN., SNOW LOAD, 20 PSF MIN. GLAZING PANELS

SHALL BE INSTALLED.

ULTRA VIOLET DEGRADATION LEVELS ARE TO MEET MANUFACTURER'S

REQUIREMENTS TO VALIDATE MATERIALS REPLACEMENT WARRANTY.

2.   ALLOW FOR 1/4" MINIMUM HEAD DEFLECTION DUE TO LIVE LOAD.

3.   GUARANTEES AND WARRANTIES:  AT THE COMPLETION OF THE GLAZING,

PROVE THE INSTALLATION WATERTIGHT BY SPRAYING ALL JOINTS WITH A

GARDEN HOSE WITH NOZZLE SET FOR MAXIMUM PRESSURE.  PROVIDE

ADDITIONAL CAULKING OR SEALANT, OR RESET GLASS AS NECESSARY TO

EFFECT A WATERTIGHT JOB.

E.I.F.S. WALL TEXTURE FINISH STO COLORS

Manuf. Texture NA10-0016 - DELIGHTFUL GOLDEN

STO STO ESSENCE SWIRL NA01-0061 - EXOTIC RED

DRYVIT QUARTZ PUTZ NA10-0017 - MOCHA BROWN

FINISH NOTES DRYVIT COLORS

POPE051020 - DELIGHTFUL GOLDEN

POPE021028S - EXOTIC RED

POPE031020S - MOCHA BROWN* STANDING SEAM ROOF

*

* CLEARANCE BAR

* MENU CANOPY

* GUARD RAIL

* AWNINGS

* LADDER

* DUMPSTER GATES

* SHUTTERS

SCUPPER & DOWNSPOUT

- SEE ROOF PLAN

GREASE & CO2

ENCLOSURE BY VENDOR

BLACK MASTIC SEALANT

CONT. TYP. AT ENTIRE

PERIMETER OF BUILDING

BASE

SCORED LINE (TYP)

6"Ø STEEL BOLLARD

TOP @ 4'-6" A.F.F.

SEE DET. A/SD3, PAINT

SAFETY YELLOW (EP-9)

ACCENT

BAND

GREASE REMOVAL PIPE

INSULATE EXPOSED PIPE

EP-2

EP-2

C-1

EP-3

SPEAKER

EP-5

EP-2

EP-1

ACCENT BAND

SW-1

EP-2

EP-2

EP-4 EP-4

FINISHED FLOOR

0'-0" AFF.

[261.50]

B.O. AWNING

9'-4" AFF

T.O. PARAPET

16'-8" AFF

T.O. PARAPET

19'-4" AFF

T.O. PARAPET

19'-0" AFF.

SW-1SW-1SW-1

EP-1

EP-1

EP-6

LADDER, PAINT MOCHA BROWN

TO MATCH STORE FRONT

C-1

BUILDING SIGN

EP-5

EP-1

EP-1

EP-1

EIFS

TRIM

PTD.

EP-1

SCUPPER &

DOWNSPOUT PAINT

MOCHA BROWN

-SEE ROOF PLAN

GREASE & CO2

ENCLOSURE BY VENDOR

LADDER, PAINT

MOCHA BROWN

TO MATCH STORE FRONT

C-1

EP-6

B.O. AWNING

9'-4" AFF

T.O. PARAPET

16'-8" AFF

T.O. PARAPET

19'-4" AFF

EP-2

EP-1

ACCENT BAND

SW-1

C-1

BUILDING SIGN

SCORED LINE (TYP)

EP-2

EP-2

EP-2

SPEAKER

SW-1SW-1

BLACK MASTIC SEALANT

CONT. TYP. AT ENTIRE

PERIMETER OF BUILDING

BASE

EP-1

EP-1

EP-1

EP-1

EIFS

TRIM

PTD.

C-1

EP-6

EP-5

INCLUDE IN METAL PACKAGE

AND INSTALLED BY G.C.

EXTERIOR FINISH NOTES

THE FOLLOWING COMPONENTS CAN BE

PURCHASED FROM THE APPROVED SIGN

VENDORS:

THE FOLLOWING COMPONENTS TO BE

MANUFACTURERS AND INSTALLED BY THE

GENERAL CONTRACTOR

NOTE:

USE QUIKSERV BP-7241E DRIVE THRU WINDOW

AT 120 M.P.H. OR HIGHER WIND ZONES.  CHECK

DIMENSIONS WITH MANUFACTURER'S

DRAWINGS.  COLOR TO BE DARK BRONZE -

REVISE FRAMING PLAN FOR BP-7241E WINDOW.

D/T WINDOW CANOPY RAILING

3" x 5" DOWNSPOUT

TIED INTO STORM

DRAIN, PAINT EP-3

3" x 5" DOWNSPOUT

TIED INTO STORM

DRAIN, PAINT EP-3

EP-3

S-36 SEAL BUILDING

SIGN

S-36 SEAL BUILDING

SIGN

C

L

OF

SHUTTER

C

L

OF

SHUTTER

C

L

OF

SHUTTER

C

L

OF SUPPORT

ROD

C

L

OF SUPPORT

ROD

WINDOW

TRANSPARENCY

37.2 SQ. FT.

WINDOW

TRANSPARENCY

98.2 SQ. FT.

WINDOW

TRANSPARENCY

15.2 SQ. FT.

WINDOW

TRANSPARENCY

98.2 SQ. FT.

WINDOW

TRANSPARENCY

37.2 SQ. FT.

WINDOW (D/T)

TRANSPARENCY

15.2 SQ. FT.

LEFT SIDE WALL SQUARE FOOTAGE

(CAPITAL BLVD)

LENGTH  x  HEIGHT

83'-0" X 12'-0" = 996 SQ. FT.

996 X 20% = 199.2 SQ. FT. MIN.

TRANSPARENCY REQUIRED

SHUTTER

TREATMENT

53.3 SQ. FT.

SHUTTER

TREATMENT

53.3 SQ. FT.

SHUTTER

TREATMENT

11.6 SQ. FT.

SHUTTER

TREATMENT

11.6 SQ. FT.

SHUTTER

TREATMENT

11.6 SQ. FT.

BALCONY

TREATMENT

74.1 SQ. FT.

SMALL SHUTTER

TREATMENT

3 X 11.6 = 34.8 SQ. FT.

LARGE SHUTTER

TREATMENT

2 X 53.3 = 106.6 SQ. FT.

BALCONY/RAILNG

TREATMENT

1 X 74.1 = 74.1 SQ. FT.

TOTAL WINDOW

TRANSPARENCY

150.6 SQ. FT.

TOTAL SPECIAL

TREATMENT

(SHUTTERS & BALCONY)

215.5 SQ. FT.

GRADE

[261.00]

FINISHED FLOOR

0'-0" AFF.

[261.50]

GRADE

[261.49]

FINISHED FLOOR

0'-0" AFF.

[261.50]

GRADE

[261.00]

FINISHED FLOOR

0'-0" AFF.

[261.50]

GRADE

[261.49]

EXHAUST

FAN

RTU SCREEN

RTU

RTU SCREEN

RTU

RTU SCREEN

RTU

RTU SCREEN

RTU

RTU SCREEN

RTU

RTU SCREEN

RTU

T.O. PARAPET

17'-8" AFF.

T.O. PARAPET

17'-8" AFF.

EXHAUST

FAN

ROOF SCREEN

BY CITY SCAPES

ENVISOR VERTICAL 35

COLOR TO MATCH  EP-2 (RED)

ROOF SCREEN

BY CITY SCAPES

ENVISOR VERTICAL 35

COLOR TO MATCH  EP-2 (RED)ROOF

LINE

ROOF

LINE

ROOF

LINE

ROOF

LINE

3'-10" RETURN

1'-11 1/2" RETURN 6'-0" RETURN

3'-0" RETURN 5'-0 1/2" RETURN 3'-10" RETURN

3. THE STREET FACING BUILDING

FACADE UTILIZES OTHER ARCHITECTURAL

ELEMENTS TO CREATE VISUAL INTEREST

TO OFFSET THE REDUCTION IN

TRANSPARENCY.

2. THE APPROVED ALTERNATE

CONFORMS WITH THE COMPREHENSIVE

PLAN AND ADOPTED CITY PLANS, AND

1. THE APPROVED ALTERNATE MEETS

THE INTENT OF THE TRANSPARENCY

REQUIREMENTS.

ADMINISTRATIVE ALTERNATE

FINDINGS

THE PLANNING AND DEVELOPMENT

OFFICER MAY IN ACCORDANCE WITH SEC.

10.2.17 MAY REDUCE THE REQUIRED

TRANSPARENCY SUBJECT TO THE

FOLLOWING FINDINGS.

SUMMARY

SEEKING ADMINISTRATIVE ALTERNATE FOR

THE 20% TRANSPARENCY ALONG THE LEFT

SIDE ELEVATION FACING CAPITAL BLVD.

WITH THE ADDITION (2) TWO LARGE

SHUTTERS, (3) THREE SMALL SHUTTERS

AND (1) BALCONY/ RAILING

TOTAL  WINDOW

TRANSPARENCY/SPECIAL

TREATMENT

366.1 SQ. FT.

BUILDING ARTICLATION BUILDING ARTICLATION BUILDING ARTICLATION

BUILDING ARTICLATION

BUILDING ARTICLATION
BUILDING ARTICLATION

1 1/2" DIA. GALVANIZED GUIDE RAIL

- 42" MIN ABOVE ROOF - VERTICAL

POSTS @ 48" O.C. MIN. (PAINT TO

MATCH COPING) SEE ROOF PLAN

FOR LOCATION

1 1/2" DIA. GALVANIZED GUIDE RAIL - 42"

MIN ABOVE ROOF - VERTICAL POSTS @ 48"

O.C. MIN. (PAINT TO MATCH COPING) SEE

ROOF PLAN FOR LOCATION

NOTE:

CONTRACTOR TO FIELD

VERIFY DIMENSIONS.

CORE DRILLED POST

W/ SOCKETS AND

CAPS

2"x2" STEEL

TUBE POST

1/2"x1/2"

PICKETS

1"x1" STEEL

TUBE POST

1"x1" STEEL

TUBE POST

MOLDED

COVER RAIL

DOOR

ELEVATION

NOTE:

INCLUDE IN METAL PACKAGE

AND INSTALLED BY G.C.

CHECKED:

DATE:
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SEATS:

GROUPS:

RATIO:

DINING/RESTROOM (NET): 1,434

2,564

KITCHEN (NET):

3.5

973

17

60

2,695

WALK-IN (NET): 157

DIVISION 11:  EQUIPMENT

GENERAL PROVISIONS

1.  SCOPE:    COORDINATE WITH THE INSTALLATION OF ALL

EQUIPMENT      ITEMS SHOWN ON PLANS AND SCHEDULED IN EQUIPMENT

SCHEDULE      (EXCEPT AS NOTED AS INSTALLED BY KITCHEN

CONTRACTOR) WHICH ARE      FURNISHED BY THE OWNER OR UNDER

SEPARATE CONTRACT.  EQUIPMENT      SCHEDULE LISTS TRADES

RESPONSIBLE FOR FURNISHING, INSTALLING      AND FINAL

CONNECTION.

2.  SUBMISSIONS:   PROVIDE THE OWNER, AT THE COMPLETION OF

THIS      CONTRACT, WITH AN "OWNER'S MANUAL" SO LABELED.  THE

MANUAL      SHALL CONSIST OF A THREE-RING LOOSE-LEAF BINDER

CONTAINING ALL       PRINTED MATTER SUCH AS: GUARANTEE CARDS,

CLEANING

INSTRUCTIONS, NOTICES TO OWNER, OPERATING MANUALS,

SERVICE AGENTS  AND MAINTENANCE INSTRUCTIONS THAT MAY BE

CONTAINED IN THE SHIPPING      CARTON OF EQUIPMENT AND

SPECIALITIES.

3.  DELIVERY AND STORAGE:    RECEIVE, UNLOAD, AND SAFEGUARD

THE      EQUIPMENT.  COORDINATE SHIPPING TIME WITH OWNER.

4.  PROTECTION AND CLEANING: SURFACES SHALL BE CLEANED

BEFORE FINAL      INSPECTION.

MATERIALS

1. SEE EQUIPMENT SCHEDULE

PERFORMANCE

1. INSTALL EQUIPMENT ACCORDING TO NFPA 96 AND

MANUFACTURER'S

INSTRUCTIONS, PROVIEDE FACTORY AUTHORIZED START &

ADJUSTMENT.

GENERAL PROVISIONS

1.   SCOPE:   COORDINATE INSTALLATION OF MURALS, SEATING,      

FREE-STANDING CABINETS AND SHELVING, WINDOW TREATMENT, FLOOR      

MATS, AND ACCESSORIES WHICH ARE FURNISHED UNDER SEPARATE      

CONTRACT TO THE OWNER.

IF REQUESTED THROUGH THE CONTRACT, INSTALL ARTWORK, SEATING,

FREE-STANDING CABINETS AND SHELVING, WINDOW TREATMENT, FLOOR

MATS AND/OR ACCESSORIES.

2.   NOTES:  DETAILS AND MATERIALS SHOWN ON THE APPROVED

DECOR      DRAWINGS CONFLICTING WITH THE STANDARD PLANS

SHALL BE BROUGHT      TO THE ATTENTION OF THE ARCHITECT IMMEDIATELY

PRIOR TO COMMENCEMENT

OF THE INSTALLATION. VERIFICATION OF ADA COMPLIANCE WILL BE

NECESSARY.

3.   DELIVERY AND STORAGE: RECEIVE AND SAFEGUARD OWNER SUPPLIED

    ITEMS ON THE JOB SITE IF REQUESTED.

PERFORMANCE

1.   INSTALLATION:  PREPARE SURFACES TO RECEIVE THESE MATERIALS AND

COOPERATE WITH THE INSTALLATION OF DECOR MATERIALS AS SHOWN

ON

    THE DECOR DRAWINGS.

DIVISION 12:  FURNISHINGS

1. IT IS THE RESPONSIBILITY OF THE

G.C. TO COORDINATE DELIVERY,

UNCRATING, POSITIONING, FINAL

HOOK-UP AND REMOVAL OF TRASH

OF ALL OWNER SUPPLIED KITCHEN

EQUIPMENT.

2. ALL KITCHEN EQUIPMENT TO BE

INSTALLED AS PER

MANUFACTURER'S

SPECIFICATIONS.

3. DECOR ITEMS SUPPLIED BY

OWNER AND INSTALLED BY

GENERAL CONTRACTOR.
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